Table 6: Water balance components and closure error for REW simulation (2006-2012). Bold= best performance NSE and RVE for rain gauge rainfall input are from manual calibration whereas for satellite rainfall its by single-objective calibration (SOC) and multi-objective calibration (MOC).
	Parameter
	Water balance Component
	Rain gauge Simulation
	Uncorrected CMORPH
Simulation (SOC)
	Bias corrected CMORPH Simulation (SOC)
	Uncorrected CMORPH
Simulation (MOC)
	Bias corrected CMORPH Simulation (MOC)

	Soil Porosity
	
	0.50
	0.65
	0.54
	0.55
	0.45

	Saturated Hydraulic Conductivity [m3/s]
	
	0.006
	0.0007
	0.0055
	0.0005
	0.0058

	Water Content at Saturation
	
	0.6
	0.50
	0.55
	0.50
	0.54

	
	Rainfall
	3621
	4539
	3953
	4300
	3650

	
	ETa
	2925
	3660
	3311
	3660
	2800

	
	Streamflow
	718.8
	550.35
	656
	600.06
	706.8

	
	Water balance Closure Error (%)
	2.5
	12.8
	3.5
	11.1
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	NSE
	0.76
	0.50
	0.60
	0.55
	0.72

	RVE [%]
	3.6
	-12.6
	8.6
	-11.0
	4.1




